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THE LOGGER’S EYE SPLICE

STARTING PROCEDURE

1. When splicing the second eye for a sirap, the
already-spliced eye should be in the position
shown. The eye must be vertical and the cut off
strands upright before the line is spiked secure.
2. This will resull in a curved strap that will fit
nicely around a tree or stump. The eyes will be
wrned corractly to fit in the shackie or goosaneck.
This procedure is recommended for use with 177
{32 mm) lines as demonstraled hare.

STEP 1
SPIKING THE LINE DOWN SECURELY

1. Whenever possible select a solid high slump
on which o spike the line down,

2. Drive four spikes into the stump, two on each
side and the proper distance apart to hold the lines
together.

3. Keep the spikes well back from the edge of the
stump to avoid splitting out.

4. Drive the two spikes on the strand side down
far enough 50 that the line can just be slippec In
under the heads.

5. Drive the other two spikes down only far
enough so the lines can be inserled between the
head of the four spikes. If they are driven 1o far
cown, the lines cannol be inserted.

6. Leaving a good long end, insert the strand end
first.

7. Hold the strand end tight against the two
pikes.

§. Leave a large loop before inserling the other
line betweean the four spikes.

9. It is hazardous to try and spike down a small
loop as the line can spring off the spikas viclently.
10. Some splicers secure the strand end with
additional spikes before making the leop.
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1. When both lines are fitted between the spikes
with a large loop, drive the spikes down 1o hold the
line from springing out, but loose encugh to aliow
adjustment to the loop and strand end,

12, Drive one or two spikes in about half way
betweean the two lings,

13. Adjust the length of sirand end desired, about
4 feet (1.2 meter).

STEP 2
STARTING THE SPLICE

1. Be sure 1o use properly tempared Igng markin
spikas.

2. Work from the strand side and, using a soft
hammer, drive the marlin spike under two strands.
3. Start as close as possible to the slump.

4. The mariin spike can be inserted more easily if
it is driven in slightiy, turned in the direction of the
lay then driven through. Hold it tightly while
inserting the spike 5o the spike does mot jump out.
5. If the spike pierces the core, drive another

spike in clear in the correct place.

STEP 3
SELECTING AND INSERTING THE FIRST STRAND

1. When the spike is inserted clear under two
strands, drive it well in to open the line.

2. Roll the spike down the lay of the line.

3. Select a strand that is about two strand widthe
below the lay where the spike is.

4. This is important in order to make a neat, tight
splice and 1o bring the remaining strands into their
propar place without bulging out.

14. Spike the strand end secure.

15. Adjustthe loop to the size of eye desired, then
spike it solid.

16, Drive all spikes down solid.

17. Be certain that the side to be spliced into is
spiked solid so it will not turn when the splice is
being made.




5. This first strand, when lucked, should be laid
across sharply.

§. Take the selecled strand and press il across
tha line firmly in order to bend it into position.

7. Withou! twisting the strand, ingert it in the
opening made by the spike. llusirations & and 7.
&. The strand is now ready to pull through into its
first position,

STEP 4
ROLLING IN AND TUCKING THE FIRST STRAND

1. Make sure that there is no twist in the sirand ]
and then pull it in firmiy. “’# I
2. Maintain tension on the strand to prevent it

from slipping back.

STEP 5
COMPLETING THE FIRST TUCK OF #1 STRAND

1. Keep a finm tansion on the strand and bring it
back under the line.

2. Pull on the strand firmly and at the same time
roll the spike back up the lay, pushing the strand
ahead, as far up as it will go.

3. Somefimes it may be necessary 10 tap ihe
strand behind the spike to get it to fay in tightly.
4. Keep a tension on the strand to prevent it from
springing back. Pull the spike out.

5. Tap the two overlaying strands lightly to help
hold the tucked strand in place.
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TUCKING THE NEXT STRAND #2

Drive the spike in, one strand further down the line
and under two, as shown, -

STEP 7
SECOND STEP IN TUCKING STRAND #2

1. Roll the spike down along the lay.

2. Drive the spike wellin to make a large opening.
3. Press the strand firmly over the top to kink it
slightly before inserting.

4. Insert the strand and pull all the way firmly.

w OIEP 8
COMPLETES FIRST TUCK OF STRAND #2

1. Keep a firm tension on the strand and bring it
back underngath.

2. Roll it up the lay, light against strand #1.
2. Maintaining the tension, tap the strand tightly to
sat it in firmly.

4. Remove the spike.
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STEP 9
CONTINUING THE SPLICE

1. Foliow the same procedure used for srands
#1 and #2 for strands &3 and #4.

2. Ba sure to keep all strands in tight, ensuring
that they do not bulge qut on the strand side.

g, Takecars ta roll the strands as farup the lay as
possible.
4, Do not remove the spike yet.

STEP 10
INSERTING THE SPIKE FOR THE SECOND TUCK OF STRAND #1

1. After #4 strand is tucked once and rolled up
X tight, leave the spike in.

2. Roll the spike back up the lay and press down

fiernly.

3. This will spen the line slightly and expose the

cora, making it easier to insart a second spike.

4. Drive a second spike down between the core

and under two strands.

5. This can also be done by removing the first

spike and driving it the same way as whan lucking

the four strands, but two strands away from the

last strand instead of only one.

&, This method could be used throughout the
gplica, and the end result would be the sama,

7. When the second spikeis inserted, remove the
first spike from the line.

STEP 11

INSERTING #1 STRAND FOR ITS SECOND TUCK
1. Drive the second spike well in lo form a good ! SRR ’
opening. . o . _,

2. Foll the spike down along the lay, keaping the
unravelled strands #5 and #6 andthe core on top s,
of the spike. il
3. Take #1 strand under the splice and pull it up™ S
- solidly against the underside of the splice. This will

_%ln bend the strand stighlmiﬁa it will lay in
R




4. From the splice slide, insert tha strand through
the opening on the upper side of the spike,
underneath the two strands.

5. Make sure sirands #5, #6 and the core are on
top, oulside the loop of strand #1,

 STER12
'E':DH"I'IHULHG WITH #1 STRAND

‘F1. Pull sl.ra'hd #1 all the way through with the
spike in this position.
2. Make sure that the strand is pulled up tightly,
and there is no loop left undermeath.
3. Keep a streng, steady tension on the sirand 1o
prevent it from springing back underneath, creat-
ing a loop.

STEP 13
NEAR COMPLETION #1 STRAND, SECOND TUCK

Pulling hard on the strand, roll the spike up the lay, 3
forcing the strand ahead of it. A

|  STEP 14 _
COMPLETED SECOND TUCK OF #1 STRAMD

1. Keeping a strong tension on the strand, roll the
spike all the way, forcing the strand as far as it sl
gf_'l, v
2. Keep firm tension on the strand until the spike
has been removed.

’KH
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STEP 15 :
INSERTING THE SPIKE TO TUCK THE #1 STRAND FOR THE THIRD TIME '

1. Drive the splke in, one strand down the line
from where #1 strand is protruding on the sscond
tuck.

2. The spike is driven one strand away, and under
two strands, exactly the same distance apart as
the first four.

3 3. Drive it well in to make a good cpening.

STEP 16
INSERTING #1 STRAND FOR THE THIRD TUCK

1. Rall the spke down the lay of the line,

2. Before insening the strand, press the strand
cver and down into the position where it will be
when tucked.,

3. This will tend to bend it, making it easier to pull
i tight.

4. Ingert the strand and pullit all the way up tightly
with tha spike in this position,

4
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STEP 17
COMPLETING THE THIRD AND FINAL TUCK OF STRAND #1

, 1. Holding a tension on the strand, pass it under
e (5.

2. Pull it firmly to the line side, and at the same
time roll the spike up the lay, ferging the strand up
tight as far as it will go.

3. Donothammer on topof the strand ifit does not
lay right in, because this will force it back under-
neath, forming a loop. If it does not lay right in, roll
the spike back down the lay and pull from the othar
side again, but harder this time.

4, D&n&hﬁiﬂw&ﬂw spike lﬂhenma thwlﬂ '
complated. . e




’” STEP 18
COMMENCING THE FIRST TUCK OF STRAND #5

1. After strand #1 is tucked in tight on the third
tuck, leave the spike in the Ene.

2, Rollthe spike down the lay of the line to whereit
was when tucking the last sirand.

3. Drive il in 1o make a good opening, as strand
#5 will go in the samea place.

4, Insert strand #5 as with the other strands.

. Pullit all the way through, up tight with the spike
in this position.

. STEP 19
COMPLETING THE FIRST TUCK OF STRAND #5

" 1. Holding,d good tension on the strand, pass it
L under the line.
2. Still pulling on the strand, roll the spike up the
lay, forcing the &5 strand up tight against the
completed tucked #1 strand.
3. This first tuck can be tapped in 1o shorten the
1 strand side, because it is the first tuck and cannot
{ be driven back. *
: 4, IRiszimporiant to pull these firsttucks in as much
4 a5 passible to make a prafessional job.
| . 5. Leave the spike in the line.

. STEP 20
PREPARING TO TUCK STRAND #2 FOR THE SECOND TIME

1. Roll the spike back up the lay as when tucking
strand #1 for the second time.

! 2. Press the spike down s0lidly o help open the
|
|

il

ling, exposing the core. This will make it easier to

insert the second spike.
2 3. Insert the second spike alongside the core and
under two strands exactly as shown in Step 10.
e,
16




SIER Y.
TUCKING STRAND #2 FOR THE SECOND TUCK

Follow the same procedure as with strand #1
throughout the remainder of the splice.

STEP 22
COMPLETED SECOND TUCK OF STRAND #2

B STEP 23
" STARTING THE THIRD TUCK OF STRAND #2 -

STEP 24
COMPLETED #2 STRAND, TUCKED THREE TIMES

Leave spike in to start first tuck of #6 strand.

S




37? STEP 25
STARTING FIRST TUCK OF STRAND #6

Roll spike down the lay. Insert #6 strand for the
first tuck. Pull through, up tight.

STEP 26
COMPLETING FIRST TUCK OF STRAND #6

| Pass strand under splice and roll inlo place with
' spike for completion of first tuck of strand #6.
H ¥ Leawe S-pl“ in.

2 STEP 27
m PREPARING TO TUCK STRAND #3 THE SECOND TIME

Insert the second spike to place the second tuck of
strand #3.

=

STEP 28

STARTING SECOND TUCK OF STRAND #3
Remove the first spike. Roll second spike down
the lay.
Pull #3 strand up hard under the splica 1o bend L.
Inser it through the cpening above the spike.

p |
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STEP 29
COMPLETING SECOND TUCK OF STRAND #3

Pull the strand through firmly 50 it i$ tight under-
nealh,

Pull the strand firmly. At the same lime, roll the
spike up the lay of the line, forcing the strand as far
as it will go. Remove spike.

Complated second tuck of strand #3.

STEP 30

PREPARING THIRD TUCK OF STRAND #3

Starting the third tuck of strand 43,

Drive the spike thvough, one strand away and
under two, as before.

Roll the spike down the lay, keeping a good
opaning.
Eand the strand and inser it with the spike in this

STEP 31
COMPLETING THIRD TUCK OF STRAND #3

Pull the strand through from the strand side.
Placa the strand back under the splice,
Full it hard from the line side.

Roll the spike up the lay, forcing itinto place. This
completes the third tuck for strand #3. Do not
remaovir the spike.

STEP 32
TUCKING THE CORE

Tucking the core for the first time, use the same
procedure as for any strand,

Roll the spike down the lay of the ling.
Drive the spike to make a wide opening as the core
is slightly larger than a strand.
Ingert the core and pull it theough from the sirand
side.,

o




?'f"_ STEP 33 |

STILL TUCKING THE CORE

Pass the core under the ling. Pull it tight.

Roll the spike up the lay, forcing the cone in tight
against the #3 strand.

Laave the spike in the line.

MNOTE: The first tucks of #5, #6 and the core ana
tucked in the same place, behind the third tucks of
#1, #2 and #3.

STEP 34
i TUCKING #4 STRAND AGAIN

Tuck #4 strand for the second time. Roll the spike
up the lay, press down and drive in the second

spike.

I STEP35
' STILL TUCKING #4 STRAND

Remaowva tha first spike and roll the other one down
the lay.

X Bring the #4 strand under the ling, then pull it up
firmly to bend it.

Insert the strand and pull it theough from the line
side.
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STEP 36
STILL TUCKING #4 STRAND

Keep a firm tension on the strand.
Pull it hard from the strand side. At the same time,
roll the spike up the lay, forcing the strand in lightly.,
Keep tension on the strand when removing the
spike. |

' Tha #4 strandiis tucked two times.

STEP 37
STILL TUCKING #4 STRAND

Tuck #4 strand for the third time.

Drive. the spike one strand away from the tucked
cora and under two.

S RETA,

e

STEP 38 s o
STILL TUCKING #4 STRAND

Roll the spike down the lay of the ling.

Force the strand across the top of the splice to
bend it a litthe.

Insert the strand from the line side and pull it
through tightly from the strand side.




STEP 39

FINAL TUCK #4 STRAND

Keep tension on the strand. Pass it under the
aplice.

Full it firmiy from the line side. At the same time,
roll it into place with the spike up the lay.

Leave the spike in.

MOTE: There are no strands left to go in wilh this
tuck.

STEP 40

STARTING TO TUCK #5 STRAND AGAIN

Tuck strand #5 for the second timo.

Roll the spike up the lay and press down 1o opan
the line.

Drive in the second spike beltween two strands
and the core.

Remove the first spike.

STEP 41
STILL TUCKING #5 STRAND

Roll the spike down the lay.
Bring strand #5 under the lina.

Strand #5 is protruding with the third tuck of strand
#1; #5willbe the lower strand of the two, If the two
strands are pressed togathar, follow tham to make
sure you have the cormect strand #35.

Band the strand and insart it from the strand sicde.

|
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PSiEP 42
STILL TUCKING #5 STRAND

Full the strand thraugh, up tight from the line side.

Holding the tension, pull the strand up the lay from
the strand side,

Roll the spike up the lay, forcing the strand in
place.

Remove the spike.

STEP 43
FINAL TUCK OF #5 STRAND

Tuck #5 strand for the third and final time. Drive
the spike in, one strand away from #5 and under
two strands. Roll it down the lay. Force the strand
over the top of the splice to bend it. Ingert the
strand from the line side.

NOTE: If you are splicing unusually tight line, and
it becomes difficult to insert the spike, have a bar
held under the splice and on the stump.

STEP 44

STILL ON FINAL TUCK OF #5 STRAND
Full the strand through up tight from the strand
side,

Keeping a tension, pass the strand back under-
neath.




Ff’ " STEP 45
| FINISHED FINAL TUCK #5 STRAND

Pull the strand firmly from the line side.

. Roll the spike up the lay, forcing the strand into
| place.

This complates three tucks of #5 strand.
il Leave the spike in.

STEP 46
STARTING TO TUCK #6 STRAND AGAIN

Tuck the #6 strand for the second lime.

Roll the spike up the lay and press éown lo open
the line,

Drive in the second spike between the core and
two strands, as with the cther five strands.

l 1 Remove the first spike.

I STEP 47
STILL TUCKING #6 STRAND THE SECOND TIME

Roll the spike down the lay.

Drrive the spike in to make a good opening.

Pull the #6 strand up underneath firmly to bend it
slightly. Be sure you have the corect sirand,
Strands #2 and #6 will be in the same |ay.

Insert #6 alongside the spike from the strand side.

S —
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~ . STEP48
- FINISHING THE SECOND TUCK OF STRAND #6

Pull the strand through tightly from the line side.
1 Pull the strand back up the lay of the ling from the
, slrand side.

ity Ll Aol the spike up the lay 1o forca the strand intd
place. This completes two tucks of sirand #6.
Remove the spike.




~ STEP 49 1
STARTING THE THIRD TUCK OF STRAND #6

Tuck strand #6 for the third and final time.

| Drive the spike in from the top of the line, angled
! down the lay, one strand down from strand #6 and
| under two,

| Aol the spike down the lay.
Bend the strand as before and insert it as shown.

SIEP 50
FINISHING THE THIRD TUCK OF STRAND #6

Full the strand firmly through from the strand side.

Hald the tension on the strand and pass it o the
lina side.

Pull it firmly up the lay. Rell the spike up the lay to
force it inlo place.

This complates three tucks of strand #6. Leave
the spike in.

STEP 51 |
STARTING THE SECOND TUCK OF THE CORE

Tuck the core for the second time,

Fall the spike up the lay and prass it down 1o open
the lina.

Insart the second spike as before, alongside the
core and under two strands.

Remove the first spike.

STEP 52
STILL TUCKING THE CORE THE SECOND TIME

Roll the spike down the lay of the line. Drive itin to
make a good opening as the core is slightly larger
than the strands.

Bring the core under from the line side and pull it
up firmiy 1o bend it a Ktile.

The core is in the sama lay as #3 but it is easily
recognizable.

Insert the core in the space on the top side of the
spike, as for the other sirands.




;_ STEP 53

FINISHING THE SECOND TUCK OF THE CORE

Pull the core through up tight from the strand side.
Keop tension on the core.

Pull it over tha top of the splice, up the lay. Rell the
spike up the lay to force the core inlo place.

This completes two tucks of the core. Remave the
s0ike.

L STEP 54
| STARTING THE THIRD TUCK OF THE CORE

} ; Tuck the core for the third and final time.

Drive the spike from the top in the direction of the
lay, one strand away from the core and under two.

Roll the spike down the lay, making a good
opening. Bend the core and insert it as shown.

STEP 55
STILL TUCKING THE CORE THE THIRD TIME

Pull the core threugh tightly from the strand side.

—
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STEP 56
FINISHING THE THIRD TUCK OF THE CORE

Bring the core back under the splice and pull it up
the lay from the line side.

Roll the spike up the lay. forcing the core into
place.

This compleles the splice with all the strands and
cora wcked three times. Remove the spike.

COMPLETED STRAP

Because the first strand was kept crossed over
sharply. the remaining strands have not bulged out.
The second eye splice of a sirap was made with the
first eye in the correct pesition (eye vertical with the
strands upright) and the strap and eyes are curved
correctly for easier hanging. This is most important
when splicing short atraps,

27

fr——




THE COMMON LONG SPLICE

The long splice can be completed by a number of
methods, although the end result will be the same.
The method described here is one of the simplest
and easiest procedures to follow.

Splicing any line takes practice, as il takes experi-
ance lo learn how to handle the line and marlin spikes
effectively.

Most of the lines now used in industry have been
preformed, which is a big advantage in splicing.

POINTS TO CONSIDER WHEN MAKING
A LONG SPLICE

1. Ensure that the line is not deterorated, da-
maged or significantly warn,

2. I splicing unused line logether, be certain that
itis preformed. If the lines are nol preformed, do
not attempt to splice it unless you are an experi-
anced splicer,

3. Be certain that the lines to be spliced together
are the same size, condition and construction. You
must also be cerlain that the lay is exactly the
same in both lines.

4, Be certain lo use enough line 20 you can roll in
the sirands an adequate distance inside the lines.
Using too little line is the commonest mistake that
inexperienced splicers make.

5. Alleast two good marlin spikes are necessary.
It is advisable to have one or two extra spikes
available.

6. Atleasltwo persons are required, and it is good

to have more help, 1o hold the line and to unravel
and ravel the ends.

7. Always handle the lines gently. particularly
when they are unravelled. This helps keep the
strands in their lay and prevents the ends from
fraying.

8. Do not cut off any strands until you are quite
certain that they are waste ends.

9. Selectamud-free, clear area to splice the line.

10. An inexperienced splicer may have trouble
deciding how much line 1o use in the long splice.
This is often determined by the length of ends that
the splicer wants to roll in to make an adequate
splice, In the example shown herg, the ends are to
be rolled in about 41: feet (1.37 meters) in a 7 inch
(22 mm) diameter line. As there are 12 strand ends
1o roll in, the minimum length of line required will be
12 x 4% feet (12 x 1.37 meters) = 54 feat (16.4
meters).

11. It is always advisable to add a little extra
length. In this example, & feet (1.8 meters) has
been added, making a total length of 60 feet (18
melers).

12. Each end of the lines to be joined will have to
be unravelled 30 feet (9 meters).

13. Arough rule to follow is to unravel each end 10
times the circumference of the line.

14. The splicer may decide to make the splice
longer or shorter, depending on how it will be used.
be used.

15. Itis always wise to use extra length o ensure
a proper splice can be made,



* STARTING THE LONG SPLICE

STEP 1

Measure back from each end of the lines 30 feet (9
mabers) and mark if.

Split each end of the lines into two — three in one
sel and three plus the core in the other.
Unravel each line 1o the 30 foot (9 meters) mark.

To make the line easier to unravel, the seis with
the core can be cut off as they are unravelled.

STEP 3

When the ine is unravelled to the mark, cut oif the
sels of three plus cores, as shown

Lay the two sets of three without the core together.

Be sure to overlap the two sets with the cores at
least 8 inches (20 cm). This will be timmed later,

STEP 4

Starting with the left side, unravel the set with the
cora,

At the same fime, keeping the two sels close
together, ravel in the set of three without the core.

Do this for about 4.5 feel (1.37 meters) — nol less
— from the end of the cut-off sets which over-

lapped about 20 em.




STEP 5

Be careful not to let the set of three with the core
removed, shown in red, collapse or close up.

I there are signs of collapse, cross the sets over
each other, and force the blue sat inio the lay with
the core set (red).

This is difficult, but if the line is closing up, it is
necessary. The sets should not collapse or close
up if you are wsing preformed fine.

STEP 6

When the sets are ravelled back to the 1.37 meter
mark, unravel the top strand of each set, leaving
the cora with the remaining two strands,

Make certain that the strands unravelled are in line
with each other,

STEP 7

When the correct strands are unravelled, cross
the lower one as shown around the red (two plus
core) sirands.

Bring it alongside the other unravelled sirand.




STEP 8

Cross the two single strands and leave them
alone.

The single blue strand can be cut off as it is
yrwavelled from the other two blue strands, but not
shorter than & feet (1.8 meters) at this time,

The two red strands with the core can be cut off at
this point.

SIEP 9

Unravel the two blue strands and core and lay in
the two red strands as closely as possible.

Keep the strands tightly together, as the line lends
to close up when unravelling the two sirands with
the core.

STEP 10

Unravel and ravel the set of two blue strands o
about 9 feet (2.7 meters) away from the two
crossed single red and blue strands.

e e e
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SIERT

nravel both sets of strands.

Thiz time, keep the core with the 16p red sirand.
This is a5 far as the core should be taken out at this
time.

The single red strand can be cut off.

| The top blue strand can be cut off, no shorter than
| & feel (1.8 meters) at this time. It will be timmed
later,

| MOTE: Be sure not to cut any strands until you are
: certain that they are waste.

| Thee core is ot takean out furlther than this because
the linercan easily close up, making it difficult to lay
in the single strand with the core out of the line.

Thiz should only be doné by an expenénced
splicer,

| SIEP 12

Crozs the top blue sirand over the single red
strand.

e in imawmn -
Trew o

iy

|| STEP3

Cross the 1op biue strand with the top single red
sirand and core. Mow, the lower red and biue
. strands are ready to maove on.

- )




§ STEP 14

sow that the single blue and red strand with the
corg are locked, leave them there.

Unravel the othar single red strand, ravelling the
single blue strand in behind it.

NOTE: Again, be sure that all strands are in line
with each other.

The core will be unravelled and cut off, leaving the
and protruding, as it will be rolled out before relling
in the: last three single strands at each end of the
splica.

STEP 15

Lay the two strands along about 9 fedl (2.7
rmeters), |

STEP 16

Lock (cross) the two strands at this point and leave
tham (or now.

One half of the splice has been laid out.

The splice is free of the core except for the last hwo
sirands.

Leave this hall of the splice for now, as the crosses
will be adjusted and the ends timmed latar. The
ather half of the splice is carried oul similarly, only
the other way.

e




STEFP- 17

Start this half of the splice by unravelling the three
strands and cora, shown in blua, and laying in the
three coreless red strands.

This is why there should be a 20 cm overlap when
starting at Step 3.

S1EF18

As with the other side of the splice, lay those sats
of strands along about 4.5 feet (1.37 meters).

STEP 19

Unrave! the top red strand (from the set withoul tha
core) and the top blue strand (from the set with the
Cong).

STEP 20

Cross the single blue strand over the two red
strands.

Then cross it again over the single red strand.

Mow the two sets of two strands are in place to
move on.

The two blue strands with the core may be cut off
at this paint.




SIEP 21

Unravel the blue sat of two strands plus core and
keaping them up tight, lay in the two red strands 1o
about 9 feet (2.7 melers) from the crossed two
single strands.

Proceed the same as the other side, being careful
that the line does not close up.

Remember 1o leave the corg in the line when
laying in he last single strand. Also, remember not
to cut any ends until you are certain and always
leave plenty of end to trim [atar.

BIEP 22

When both halves of the splice are laid in, stratch
the splica oul in a straight line.

Even-up the distance between the locked strands
by moving them one way or the other.,

Ee sure lo include the two end strands when
evening up.

Areange the crosses so that all the strands will be
about the same length to roll in. All the strands
e:c&pllhahwandsuanﬁashnulﬂbawaﬂapping.

The two end strands can be trimmed to the length
of tha others or left as long as desired.

. . Ny N o o y o . v . i -
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STEP 23

After all ands are evenad up, trim the strands off,
overlapping aboul 4 inches (10 cm).

More or less overlap may be used, depending on
the length of the strands o bo timmed.
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STEP 24

With the spllgmharnmr and a block of wood,
hammer the preformed lay out of the end of each
strand. The strands should be straightened out for
about 10 inchas (25 ¢m), 50 that there will be Sor 6

inches (12 or 15 em) of straightened strand end 10
rollin, Afler thig, they are Irimmed o about an inch

(2.5 cm) apart,

Do not attempt to final trim the strand ends before

straightening, as the hammaering will usually fray

the ands. This would make it difficult to keep the

ends inside the line when they are rolled in.

Generally, it is better o start at the cantre of the
splice when rolling in the 12 strands. The strands
may aither be overlapped at the crosses, or laid
straight, as shown,

If ther aplice is done comcctly with adequate ends
left to roll in, there is no need to cross the strands,
When the line is to be run through sheaves, the
strands should not be crossed,

The meathod of overlapping the strands is shown
later.

STEP 25

Push the splke A through the center of the line,

with the two loose and two tight strands on top of
{ the spike. The point of the splke must come oul
' where the strand is to be rolled in.

STER 26

Push angther spike. B, in the same place, oppo-
site to spike A from the direction that the strand is
to be rolled, One pergon will ba needed 1o handle
aach spike.




STEP 27

Push down and part both spikes a little. Place the
strand to be rolled in bebwean the spikes.

STEP 27A

Prass the strand down batween the hwo spikes,
close 1o the Fne.

STEP 28

Holding both spikes secure, cross the point of
spike A over spike B. Keep the strand pressed
down batwean the twd spikes.

STEF 29

Pull up spike A against spike B. Force the strand
gown with the tip of the spike, inside the line wherne
it will be rolled in.




: STEP 30
Return spike A to its original position, keeping the
strand prassed down ready to rollin.

Leave spike B in the line 1o keep the line from
turning when the strand is being rolled in.

STEP 31

NOTE: Phaoto taken from spike B side of the line,
as the blue sirand starts 1o be rolled in.

STEP &2

Hold spike B steady, to prevent the line from
urning.

Push spike A forward, rolling the strand inside the
ling wilh the end of the spike.

: STEP 33

Conlinue 1o roll the spike A around, rofling the
strand inside the line.




P34

=old the strand tight against the line. With the
pnu'liulmaaplkualasEghtanghaupmglay.mﬂmu
strand inside the line.

2= sure that the line Is cloging up properly around
e strand behind the spike.

The spive will keep working out, SO push it in
occasionally.

MOTE: If the sirand does not roll in properly, rol
scike A back a little to where the sirand is insida.
Tuen the tip of spike A toward spike B and, holding
e strand ciose o the line, start to roll itin again.

BIEPR 35

When roling In the very end of the sirand, be
=areful not o fray or unravel the end. Work slowly
and use only the tip of the spike.

2= tha end is rolled ingide the line with the tip of the
soike, pull the spike out before rolling the spike
owver the and of the strand.
¥ the spike is rolled over the end of the strand, it
wil spread the wires and it can be difficult to keep
21 the wires inside the line.

ESIEP 36

¥ erossing the strands before rolling in is desired,
sush the rolling spike through the cenler ol theline
2= shown, Have one of the free strands between
the spixe and the other free strand ready 1o roll in.

e am
e ol




{1

S ER 37

Place apike B alongside spike A but from the
opposite side of the line.

Place the strand to be rolled in betweaen the two
spikes.

With one person holding spike B and the ling
firmnly, cross spike A over spike B.

STEP 38

Pressuponthe end of spike A, forcing the tip down
against spike B, Force the strand into the center of
the line.

Keeaping pressura on the strand, bring the point of
spike A back to ils original position.

STEP 35

With spike B held 1o keap the line from turning, roll
the strand inside the line to the end as previoushy
described. Take axtra care towards the end of the
gtrand,

STEP 40

Rolling in the adjoining strands on crossed sec-
tions, the same procedure is followed, but in the
opposite direction.

- e —




P 41

Sush spike Athrough thie center of the line with the
point caming out alongside the sirand rolled in the
othar wany.

This strand must be between the pointof the spike
2nd the strand that is to be rolled in.

o 42

Sush in spike B as before, alongside spike A but
#om the opposite direction.

STEP 43

Place the strand to be rolled in between the tWo
SO,

STEP 44

Cross spike A over spike B and with the point,
inrce the strand into the center of the line.

MOTE: The strand to be rolled in now should be
~ensspd over the strand rlled in from the opposite
diraction,




STEP 45

Return the peint of the spike to its original position
and roll the strand inside the line as before.

STEP 46

The strands may be crossed for several reasons:

a. The strands may roll out bacause the ends that
have been left ara too short to roll in securaly.

b. The line i3 excessivaly greasy.

¢. Crossing the strands may prevent them from
coming out, particulariy if the splice has not been
well done. However, if the splice is to run through
sheaves, that would rapidly wear off the cressed
strands,

d. If the line being sphced does not lay tegether
adequately, it is advisable to cross the strands to
help keep them from coming out.

STEP 47

Mote that the strands are not crossed before they
are rolled in.

If the linas are spliced properly, the strands should
look like this, especially if the line is to run through
a number of sheaves.




STEP 48 )

The procedure for rolling out the core applies 10
each and of the splice.

Where the sirands are crossed and the core
rimmed as in Step 14, Photo 16, the core must
be rolled out before the strand is rolled in or at the
sama ime,

The simplest methed is to first redl the core out
completely.

Push the spike in through the center, with the core
on the upper side of the spike.

Insert a second spike from the opposite direction,
to hold the line from turning.

STEP 49

Roll the spike down the lay, torcing the core oul
ahead of the spike.

STEP 50

Continue to roll out the core past the next and last
satof strands which will be relled inon each end of
the splice.
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STEP 51

Boll the core well past the and of the strand that
will be rolled in, about 5 inches (12 cm).

STEP 52

Lay the core and the strand alongside each other
and cut the core off about one inch (2.5 cm) away
fram the strand.

Be careful when cutting the core that it is not
flattaned or unravelled.

Start where the strands are locked and rodl the
strand in completely.

It I= useful to mark on the line where strand end i5
winen it is rodled im.

STEP 53

Push a spike in through the center of the line. Roll
the core in with the end of the spike.

The line will still be held from turning by the spike
inserted al the last strand crossing.

STEP 54

Roll the core in, making cerfain that it does not
sxtend up to or beyond the strand end that has
already been rolled in.

If the core is 1oo long, roll it back and trim it again.




EP 55

Using the tip of the spike, nurse the end of the core
nside the line.

Do not roll the spike over the end of the core (or
serand).

P 56

When the core and strand are both rolled in thay
zhould lie about 1 em clear of each other,

Thiz applies to all ends that meet through the
Spiice,
¥ any wires from the core or strands spring out

srough the line, they can be pushed or driven in
with the end of the spike.

y /.
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THE SHORT LONG SPLICE

STARTING PROCEDURE

Split the two ends in half.

Unravel the two ends for equal distances.

If the splice is to be & feet (1.8 meters) between the
inside finished tucks, unravel each end about 9 feet
(2.7 melers).

Cut off tha three strands with the core unravelled
Trom gne end.

Cust off the three strands without the core unravelled
fram the olher end.

Unravel and lay in each set of three strands up to
about 3 leet {1 meter) on each and. These two sels of
three sirands, one with the core in, each aboul cne
meter long, will be used for tucking.

Cut off the unravelled sels of three (one with the
core), to leave aboul one meter ends for splicing.
There will be four tucked splices similar to the
Logger's Splice.

The four splices will be the same except that two of
the splices will have the core to tuck as well as the
three strands.

It is important that when the line is spiked down for
splicing, the first tuck Is under two strands, one strand
from each part of the line being joined together.

A worker should have experience with the Logger's
Splice belore atternpting the Short Long Splice.

This splice is used o join two lines of the same
diameter and lay.

The line is divided in half and ravelled together a
distance and then the strands tucked In the conven-
tional manner where thay join.

It is generally used in an emergency or for temporary
use in running lines.

It tends to wear quickly at the joins where the strands
are ucked, because they protrude above the diame-
ter of the linea.

When used for running lines, reefing lines or running
line extensions, it will pass through foul blocks and
high lead leads easily and can be spodled around
drums. For this use, the strands should be tucked at
least four times with the strands cut off long. This is
because the strands slip more because the splice is
not as full as an aye splice.

The distance between the finished tucks should be
approximately 8 feet (2.4 meters) for 1% inch (32
mm.} line and & feet (1.8 maters) for % inch (22 mm.)
:ina. Thera is little advantage to having the splice any
ONger.




STEP 1 )

Split thie hwo ends avanly.
Unravel each and for the desired distance.

BIEP 2

Cut off the three sirands with the core thal will be
unitavelled from one end,

Cut off the three sirands without the core that will
be unravelied from the other end,

Lay the three (blue) strands without the core on
the three [red) strands with the core,

STEP 3

Continue to ravel the three (blue) strands around
the three (red) strands with the core while un-
ravelling the three (red) strands.

Uinravel and ravel 1o about one meter from the ﬂng;l
of the three (blue) coreless strands. This end will
be used for splicing and tucking,

STEP 4

In the other direction, ravel the three (red) strands
with the core onto the three (blue) strands 1o aboul
one meler from the end.
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- STEP 5

Cross the two sets of sirands.

STEP 6

Cross the two sets of sirands at the other join.

oTEP 7

There are four short splices to do.

Starting with the strands with no core, spike the
line down securaly, keeping the line closed up.

STEP 8

Drive the spike under two sirands.

Be sure 10 starl with one strand from aach section
of line laid logether.











































































































































